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81 SARSFIELD STREET, HERNE BAY

Lot 1 D.P. 375454

SITE AREA: 916m2
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PLUMBING & DRAINAGE

Refer Plumbing & Drainage plans
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Control Guidelines for Land disturbing Activities"
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NOTE:

Refer KOA plans #116292 for all

structural engineering, concrete, beam

sizing, bracing, footing & piling sizes &

details.

NOTE:

Refer Chester Consultants plans #12049

for all Fire Report Details

RESOURCE CONSENT  -    R/LUC/2017/1200

Refer Resource Consent for 81 Sarsfield Street

This project is to be a staged building consent.

Stage 1 - All below ground work, drainage, piling,

                 retaining, footings and concrete slabs on

                 ground.

Stage 2 - Remainder of Project

Building to be set-out and accurately positioned on

site by a licenced cadastral surveyor prior to piling &

slab placement & re-checked at roof framing stage
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details.
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for all Fire Report Details

NOTES

1. All work to comply with NZBC 2004 and NZS 3604 2011

2. All external walls framed with ex 90 x 45 H3.2@600 CTRS., all internal walls ex

    90 x 45 H3.2. @600 CTRS.

3. All beams in joist line

4. All exposed joists treated H3.2

5. All internal rafters H3.2

6. All floor fixings as per table 7.5 NZS 3604 2011 - Bottom plate to slab - M12 @ 600ctrs.

7. All roof fixings as per table 10.14 NZS 3604 2011 - REFER FRAMING PLAN NOTES

8. All exterior structural steel HD galvanised. All exterior fixings stainless steel.

9. Install R2.6 Batts insulation to all exterior walls

    Install R3.6 Batts insulation to all  areas of roof

10. Cavity Battens fixed structurally using 75x3.15mm JH nails @300ctrs staggered

    Weatherboards fixed using 75x3.25mm JH nails, single fixing 10mm above top of lower board.

NOTE:

1. All floor, wall & roof framing shall be

    H3.2 SG 8 dry framing timber
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Fire Door & Joinery

NOTES

1. All work to comply with NZBC 2004 and NZS 3604 2011

2. All external walls framed with ex 90 x 45 H3.2@600 CTRS., all internal walls ex

    90 x 45 H3.2. @600 CTRS.

3. All beams in joist line

4. All exposed joists treated H3.2

5. All internal rafters H3.2

6. All floor fixings as per table 7.5 NZS 3604 2011 - Bottom plate to slab - M12 @ 600ctrs.

7. All roof fixings as per table 10.14 NZS 3604 2011 - REFER FRAMING PLAN NOTES

8. All exterior structural steel HD galvanised. All exterior fixings stainless steel.

9. Install R2.6 Batts insulation to all exterior walls

    Install R3.6 Batts insulation to all  areas of roof

10. Cavity Battens fixed structurally using 75x3.15mm JH nails @300ctrs staggered

    Weatherboards fixed using 75x3.25mm JH nails, single fixing 10mm above top of lower board.

NOTE:

1. All floor, wall & roof framing shall be

    H3.2 SG 8 dry framing timber

NOTE:

Refer KOA plans #116292 for all

structural engineering, concrete, beam

sizing, bracing, footing & piling sizes &

details.

NOTE:

Refer Chester Consultants plans #12049

for all Fire Report Details
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NOTES

1. All work to comply with NZBC 2004 and NZS 3604 2011

2. All external walls framed with ex 90 x 45 H3.2@600 CTRS., all internal walls ex

    90 x 45 H3.2. @600 CTRS.

3. All beams in joist line

4. All exposed joists treated H3.2

5. All internal rafters H3.2

6. All floor fixings as per table 7.5 NZS 3604 2011 - Bottom plate to slab - M12 @ 600ctrs.

7. All roof fixings as per table 10.14 NZS 3604 2011 - REFER FRAMING PLAN NOTES

8. All exterior structural steel HD galvanised. All exterior fixings stainless steel.

9. Install R2.6 Batts insulation to all exterior walls

    Install R3.6 Batts insulation to all  areas of roof

10. Cavity Battens fixed structurally using 75x3.15mm JH nails @300ctrs staggered

    Weatherboards fixed using 75x3.25mm JH nails, single fixing 10mm above top of lower board.

NOTE:

1. All floor, wall & roof framing shall be

    H3.2 SG 8 dry framing timber
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Refer KOA plans #116292 for all

structural engineering, concrete, beam

sizing, bracing, footing & piling sizes &

details.
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Refer Chester Consultants plans #12049
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NOTE:

Refer KOA plans #116292 for all

structural engineering, concrete, beam

sizing, bracing, footing & piling sizes &

details.

NOTE:

Refer Chester Consultants plans #12049

for all Fire Report Details

smoke alarm
sa

KEY

NOTES

1. All work to comply with NZBC 2004 and NZS 3604 2011

2. All external walls framed with ex 90 x 45 H3.2@600 CTRS., all internal walls ex

    90 x 45 H3.2. @600 CTRS.

3. All beams in joist line

4. All exposed joists treated H3.2

5. All internal rafters H3.2

6. All floor fixings as per table 7.5 NZS 3604 2011 - Bottom plate to slab - M12 @ 600ctrs.

7. All roof fixings as per table 10.14 NZS 3604 2011 - REFER FRAMING PLAN NOTES

8. All exterior structural steel HD galvanised. All exterior fixings stainless steel.

9. Install R2.6 Batts insulation to all exterior walls

    Install R3.6 Batts insulation to all  areas of roof

10. Cavity Battens fixed structurally using 75x3.15mm JH nails @300ctrs staggered

    Weatherboards fixed using 75x3.25mm JH nails, single fixing 10mm above top of lower board.

NOTE:

1. All floor, wall & roof framing shall be

    H3.2 SG 8 dry framing timber
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laminate glass. 1.00m above

deck level minimum with

Metroglass Infinity BA122 face

fix channel mount
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Metroglass Infinity BA122 top fix

channel mount

Metroglass 17.5mm Sentry

laminate glass. 1.00m above

deck level minimum with

Metroglass Infinity BA122 face

fix channel mount

IMPORTANT

Confirm all Joinery dimensions on

site prior to manufacture
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NOTES :    ROOFING

Roof vents to Ardex 120 / 189  (2 layer) roofed
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frame.

Frame fixed to timber pergola beams
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detail
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NOTES :    Downpipes

All upper roof downpipes to discharge into

rainwater storage tanks under garage slab for

potable water.

All Lower roof, roof garden & decks to connect

directly into council approved stormwater

discharge.

Deck overflow discharge to roof
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Roof Plan

2 layer ARDEX WPM

120/189 waterproof

membrane @3° min fall on

17.5mm H3 ply over H3.2

roof framing

2 layer ARDEX WPM

120/189 waterproof

membrane @3° min fall on

17.5mm H3 ply over H3.2
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NOTE:

Refer KOA plans #116292 for all

structural engineering, concrete, beam

sizing, bracing, footing & piling sizes &

details.

NOTE:

Refer Chester Consultants plans #12049

for all Fire Report Details
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NOTES :    FRAMING

1. Solid blocking to mid span of floor joists (same

    timber size as joists)

2. Double joists under external load bearing walls

    (same timber size as joists)

3. Holding down fixing sizes for Bottom plate

    internal walls - 4kN connection @900ctrs.

    external walls - 8kN connections @900ctrs.

4. Top plate to stud fixing - 2/90 x 3.15 end nails & 2 wire dogs. Top Plate

    to rafter fixing 2/90 x 3.15 skew nails & strap fixing (4/30 x 3.15mm nails

    to both rafter & top plate). Purlin fixing 1/14g self-drilling type 17 screw,

   100mm long

5. Lintel Fixing - 25 x 1 strap with 6/30 x 25mm nails  into both

    Lintel & stud. Lintels within 400mm of top plate 2 x 90 x 45 trimming studs.

    Lintels more than 400mm  3 x 90 x 45 trimming studs

6. All Timber to be SG8 unless noted otherwise

   All Beam / Lintel Supports to be 2/90x45 Double Studs Posts U.N.O.
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NOTES :    FRAMING

1. Solid blocking to mid span of floor joists (same

    timber size as joists)

2. Double joists under external load bearing walls

    (same timber size as joists)

3. Holding down fixing sizes for Bottom plate

    internal walls - 4kN connection @900ctrs.

    external walls - 8kN connections @900ctrs.

4. Top plate to stud fixing - 2/90 x 3.15 end nails & 2 wire dogs. Top Plate

    to rafter fixing 2/90 x 3.15 skew nails & strap fixing (4/30 x 3.15mm nails

    to both rafter & top plate). Purlin fixing 1/14g self-drilling type 17 screw,

   100mm long

5. Lintel Fixing - 25 x 1 strap with 6/30 x 25mm nails  into both

    Lintel & stud. Lintels within 400mm of top plate 2 x 90 x 45 trimming studs.

    Lintels more than 400mm  3 x 90 x 45 trimming studs

6. All Timber to be SG8 unless noted otherwise

   All Beam / Lintel Supports to be 2/90x45 Double Studs Posts U.N.O.
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NOTES :    FRAMING

1. Solid blocking to mid span of floor joists (same

    timber size as joists)

2. Double joists under external load bearing walls

    (same timber size as joists)

3. Holding down fixing sizes for Bottom plate

    internal walls - 4kN connection @900ctrs.

    external walls - 8kN connections @900ctrs.

4. Top plate to stud fixing - 2/90 x 3.15 end nails & 2 wire dogs. Top Plate

    to rafter fixing 2/90 x 3.15 skew nails & strap fixing (4/30 x 3.15mm nails

    to both rafter & top plate). Purlin fixing 1/14g self-drilling type 17 screw,

   100mm long

5. Lintel Fixing - 25 x 1 strap with 6/30 x 25mm nails  into both

    Lintel & stud. Lintels within 400mm of top plate 2 x 90 x 45 trimming studs.

    Lintels more than 400mm  3 x 90 x 45 trimming studs

6. All Timber to be SG8 unless noted otherwise

   All Beam / Lintel Supports to be 2/90x45 Double Studs Posts U.N.O.
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NOTES :    FRAMING

1. Solid blocking to mid span of floor joists (same

    timber size as joists)

2. Double joists under external load bearing walls

    (same timber size as joists)

3. Holding down fixing sizes for Bottom plate

    internal walls - 4kN connection @900ctrs.

    external walls - 8kN connections @900ctrs.

4. Top plate to stud fixing - 2/90 x 3.15 end nails & 2 wire dogs. Top Plate

    to rafter fixing 2/90 x 3.15 skew nails & strap fixing (4/30 x 3.15mm nails

    to both rafter & top plate). Purlin fixing 1/14g self-drilling type 17 screw,

   100mm long

5. Lintel Fixing - 25 x 1 strap with 6/30 x 25mm nails  into both

    Lintel & stud. Lintels within 400mm of top plate 2 x 90 x 45 trimming studs.

    Lintels more than 400mm  3 x 90 x 45 trimming studs

6. All Timber to be SG8 unless noted otherwise

   All Beam / Lintel Supports to be 2/90x45 Double Studs Posts U.N.O.
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Master Ensuite
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stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate

plus building paper

13mm Gib Aqualine

fixed to ex 40 x 70

strapping

13mm Gib Ultraline

 fixed to ex 40 x 70

strapping

13mm Gib Ultraline

R2.4 Wall Batts

R3.2 Ceiling Batts

R4.0 Ultraline

Ceiling Batts

Refer ceiling plans

for heights, finishes

& detailing

 Louvretec 180 Opening

Roof

13mm Gib

Toughline

fixed to ex 50 x 50

strapping on dpc

13mm Gib Ultraline

13mm Gib Ultraline

15.30 15.30

12.00

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

13mm Gib Aqualine

fixed to rondo

suspended ceiling

system

13mm Gib Aqualine on

50 x 50mm strapping to

basement wall with

polystyrene insulation

new HP84 128 x 19 dressed

cedar soffit for paint finish

10mm Gib on 50 x

50mm strapping to

basement wall with

polystyrene insulation

110mm topping to

slab for piped

underfloor heating

110mm topping to

slab for piped

underfloor heating

new HP84 128 x 19 dressed

cedar soffit for paint finish ontop

of 30/30/30 fire rated Promina 60

board

TG&V celing lining

- refer reflected

ceiling plans

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

13mm Gib

Aqualine

26
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hk

29
00
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hk

2 layer ARDEX WPM

120/189 waterproof

membrane @2° min fall on

 17.5mm H3 ply over H3.2

ex50mm pinus rippings on

to falls over H3.2 joists

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® pile cap

025

13

024

10

032

47

Swellseal® pile cap

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

2 layer ARDEX WPM

120/195 waterproof

membrane @2° min fall on

concrete slab

2 layer ARDEX WPM

120/195 waterproof

membrane run 200 mm

down face to termination

bar over Swellseal with

ARDEX WPM 247 Mastic

seal

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Notes: Thresholds

Ground Floor level to Paving Level 150mm minimum.

Ground Floor level to Lawn Level 225mm minimum.

Ground Floor level to Garden Level 225mm minimum.

Refer KOA engineers drawings

#116292 for all footing, retaining

and slab details

028

30

033

53

This project is to be a staged building consent.

Stage 1 - All below ground work, drainage, piling,

                 retaining, footings and concrete slabs on

                 ground.

Stage 2 - Remainder of Project

All underground tanking & related systems

to be installed by Auckland Council

approved applicators who provide PS3 to

Council satisfaction.

Tanking Details are Indicitave and Geotex

NZ Ltd - Swellseal details take precident

300 PFC 300 PFC

310 UC

Refer ceiling plans

for heights, finishes

& detailing

Refer ceiling plans

for heights, finishes

& detailing

Refer ceiling plans

for heights, finishes

& detailing

Refer KOA Engineer plans

for all spa & pool detailing

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049
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SECOND

FLOOR

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

023
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029
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23
50

BOUNDARY

18.20 PAVEMENT

Storage Under

Metroglass 17.5mm Sentry

laminate glass. 1.00m above

deck level minimum with

Metroglass Infinity BA124 side

fix channel mount

310 UC

Floating deck mounted on

floating H3.2 joists on "deck

chair" rubber mounts over

membrane

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049
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Living

Deck
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Master

Bedroom

Foyer

Stair

Notes: Thresholds

Ground Floor level to Paving Level 150mm minimum.

Ground Floor level to Lawn Level 225mm minimum.

Ground Floor level to Garden Level 225mm minimum.

Refer KOA engineers drawings

#116292 for all footing, retaining

and slab details

Exterior Hardwood planting

creeper screen.

140 x 40 vertical mullions &

frame with 90 x 40

transoms (all on edge)

Exterior Hardwood planting

creeper screen.

140 x 40 vertical mullions &

frame with 90 x 40

transoms (all on edge)

(not in section line)

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

new HP84 128 x 19

dressed cedar soffit for

paint finish

new HP84 128 x 19

dressed cedar soffit for

paint finish

ex150x25 selected hardwood

decking over

 ex50mm H3.2 runners on "deck

chair" rubber mounts over

waterproofing.

13mm Gib Ultraline

fixed to rondo

suspended ceiling

system

110mm topping to

slab for piped

underfloor heating

Timber Joinery

- refer schedule

110mm topping to

slab for piped

underfloor heating

DOMUS 2G-S-1

HYDRAULIC

LIFT

Lift

R3.2 Ceiling Batts

13mm Gib Ultraline

fixed to ex 40 x 70

strapping

R3.2 Ceiling Batts

13mm Gib Ultraline

fixed to ex 40 x 70

strapping

26
00
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hk

29
00

26
50

 c
hk

600mm selected stone

pavers on mortar bed on

100mm conc base with

#665 mesh

13mm Gib Ultraline

fixed to rondo

suspended ceiling

system

13mm Gib Ultraline on

50 x 50mm strapping to

basement wall with

polystyrene insulation
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26

032
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41

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® pile cap

Swellseal® pile cap

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

2 layer ARDEX WPM

120/195 waterproof

membrane run 200 mm

down face to termination

bar over Swellseal with

ARDEX WPM 247 Mastic

seal

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

2 layer ARDEX WPM

120/189 waterproof

membrane @2° min fall on

17.5mm H3 ply over H3.2

ex50mm pinus rippings to

falls over H3.2 joists

Garage

15.30

033

53

Metroglass 17.5mm Sentry

laminate glass. 1.00m above

deck level minimum with

Metroglass Infinity BA122 top fix

channel mount

This project is to be a staged building consent.

Stage 1 - All below ground work, drainage, piling,

                 retaining, footings and concrete slabs on

                 ground.

Stage 2 - Remainder of Project

All underground tanking & related systems

to be installed by Auckland Council

approved applicators who provide PS3 to

Council satisfaction.

Tanking Details are Indicitave and Geotex

NZ Ltd - Swellseal details take precident

BOUNDARY

200 UB 300 PFC

25
00
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hk

310 UC310 UC

380 PFC

28
50

310 UC

Refer ceiling plans

for heights, finishes

& detailing

Refer ceiling plans

for heights, finishes

& detailing

Bed Head - Refer

detail

30 / 30 / 30 Gib Fireline

rated wall - Refer Chester

Consultants Report

#12049

ceiling glazing -

refer detail.

2 x Danpal Multicell 16mm (R 0.6536

ea) panels fitted above to provide

additional R 1.3 ceiling insulation

new HP84 128 x 19 dressed

cedar soffit for paint finish

ontop of 30/30/30 fire rated

Promina 60 board

Metroglass 17.5mm Sentry

laminate glass. 1.00m above

deck level minimum with

Metroglass Infinity BA124 side

fix channel mount

1100 x 1100 Metroglass 40mm

laminated deck glazing

GARDEN

18.20

23
50

029

33

18.20

PAVEMENT

300 PFC

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049

R4.0 Ultraline

Ceiling Batts
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CC

Living
Den

MediaAlfresco Cellar

Louvretec

Garage

Entry

Bedroom 3Bedroom 2

Porch

Entry

Deck

Alfresco

Kitchen

Bedroom 2

Shower

Room

Dressing

11.46

CELLAR

LEVEL

14.76

Notes: Thresholds

Ground Floor level to Paving Level 150mm minimum.

Ground Floor level to Lawn Level 225mm minimum.

Ground Floor level to Garden Level 225mm minimum.

Refer KOA engineers drawings

#116292 for all footing, retaining

and slab details

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

 Louvretec 180 Opening

Roof

 Louvretec 180 Opening

Roof

stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate

plus building paper

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

ex150x25 selected hardwood

decking on ex50mm H3.2

runners on "deck chair" rubber

mounts over waterproofing.

13mm Gib Ultraline

 fixed to ex 40 x 70

strapping

13mm Gib Ultraline

R2.4 Wall Batts

13mm Gib Ultraline

fixed to rondo

suspended ceiling

system

13mm Gib Ultraline on

50 x 50mm strapping to

basement wall with

polystyrene insulation

13mm Gib Ultraline

fixed to rondo

suspended ceiling

system

13mm Gib Ultraline on

50 x 50mm strapping to

basement wall

13mm Gib Fyreline on

50 x 50mm strapping to

basement wall with

polystyrene insulation

50mm koolfoam

polystyrene insulation in

soffit

Timber Joinery

- refer schedule

new HP84 128 x 19

dressed cedar soffit for

paint finish

50mm koolfoam

polystyrene insulation in

soffit

110mm topping to

slab for piped

underfloor heating

110mm topping to

slab for piped

underfloor heating

ex150x25 selected

hardwood decking on

ex50mm H3.2 runners

over waterproofing.

new HP84 128 x 19

dressed cedar soffit for

paint finish
13mm Gib Ultraline

 fixed to rondo

suspended ceiling

system

13mm Gib Ultraline

600mm selected stone

pavers on mortar bed on

100mm conc base with

#665 mesh

26
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hk

29
00

26
50
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hk

29
00

29
00

023
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028

30

032

47

023

03

029

33

032

47

030

37

000

00

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® pile cap

Swellseal® pile cap

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

2 layer ARDEX WPM 120/195

waterproof membrane run 200

mm down face to termination bar

over Swellseal with ARDEX

WPM 247 Mastic seal

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

2 layer ARDEX WPM

120/189 waterproof

membrane @2° min fall on

17.5mm H3 ply over H3.2

ex50mm pinus rippings to

falls over H3.2 joists

025

13

024

10

15.30

This project is to be a staged building consent.

Stage 1 - All below ground work, drainage, piling,

                 retaining, footings and concrete slabs on

                 ground.

Stage 2 - Remainder of Project

ENTRY

LEVEL

All underground tanking & related systems

to be installed by Auckland Council

approved applicators who provide PS3 to

Council satisfaction.

Tanking Details are Indicitave and Geotex

NZ Ltd - Swellseal details take precident

BOUNDARY

310 UC

310 UC

300 PFC

30 / 30 / 30 Gib Fireline

rated wall - Refer Chester

Consultants Report

#12049

new HP84 128 x 19 dressed

cedar soffit for paint finish ontop

of 30/30/30 fire rated Promina 60

board

23
50

17.85

18.20

PAVEMENT

selected turf decking on 20mm

baseboard on ex50mm H3.2

runners on "deck chair" rubber

mounts over waterproofing.

380 PFC

R4.0 Ultraline

Ceiling Batts

R4.0 Ultraline

Ceiling Batts

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049
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section

DD

Garage

Kitchen Living
Den

Foyer Bedroom 3Bedroom 2

Notes: Thresholds

Ground Floor level to Paving Level 150mm minimum.

Ground Floor level to Lawn Level 225mm minimum.

Ground Floor level to Garden Level 225mm minimum.

provide 30mm fall to last

2.00m of slab adjacent door,

and 30mm rebate at door

sectional garage door

Refer KOA engineers drawings

#116292 for all footing, retaining

and slab details

125mm conc 665 mesh on

compacted hardfill

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

110mm topping to

slab for piped

underfloor heating

stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate

plus building paper

stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate

plus building paper

stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate

plus building paper

13mm Gib Ultraline
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Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

023

56

023

55

ESCEA DL 1100

Gas Fireplace

This project is to be a staged building consent.

Stage 1 - All below ground work, drainage, piling,

                 retaining, footings and concrete slabs on

                 ground.

Stage 2 - Remainder of Project

All underground tanking & related systems

to be installed by Auckland Council

approved applicators who provide PS3 to

Council satisfaction.

Tanking Details are Indicitave and Geotex

NZ Ltd - Swellseal details take precident

BOUNDARY

BOUNDARY

310 UC 310 UC

310 UC

310 UC

310 UC
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Bedroom
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Entry

Pool

Spa

Deck

Alfresco

Deck

11.46

CELLAR

LEVEL

14.76

ENTRY

LEVEL

stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate

plus building paper

Notes: Thresholds

Ground Floor level to Paving Level 150mm minimum.

Ground Floor level to Lawn Level 225mm minimum.

Ground Floor level to Garden Level 225mm minimum.

ex150x25 selected hardwood decking

on ex50mm H3.2 runners over

waterproofing.

fit proprietary UPVC stands between

u/side of deck runners and top of

membrane roofing

Refer KOA engineers drawings

#116292 for all footing, retaining

and slab details

Stair 184mm rise,

320mm tread & 20mm

nosing

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

ESCEA EF s/s

outdoor Gas

Fireplace

ex150x25 selected hardwood decking on

ex50mm H3.2 runners on "deck chair"

rubber mounts over waterproofing.

fit proprietary UPVC stands between u/side

of deck runners and top of membrane

roofing

new HP84 128 x 19

dressed cedar soffit for

paint finish

 Louvretec 180 Opening

Roof

KitchenKitchen

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x30mm H3.2 vert pinus

battens fixed to concrete wall

13mm Gib Ultraline on

50 x 50mm strapping to

basement wall

14.76

Handrail 1.00m high ex

100 x 50 bullnosed top

rail with 70 x 25 vert

rails at 100ctrs and 100

x 50 bottom rail.

Posts 150 x 150 lam

pine posts for paint

finish

S
e

r
v
i
c
e

 
D

u
c
t

600mm selected stone

pavers on mortar bed on

100mm conc base with

#665 mesh

1.0m high glass water feature

13mm Gib Ultraline

13mm Gib Ultraline

Boundary Retaining

- refer engineers

detail
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hk

025

14

023

03

022

47

026

22

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

2 layer ARDEX WPM

120/189 waterproof

membrane @2° min fall on

17.5mm H3 ply over H3.2

ex50mm pinus rippings to

falls over H3.2 joists

2 layer ARDEX WPM

120/189 waterproof

membrane @2° min fall on

17.5mm H3 ply over H3.2

ex50mm pinus rippings to

falls over H3.2 joists

Metroglass 17.5mm Sentry

laminate glass. 1.00m

above deck level minimum

with Metroglass Infinity

BA122 top fix channel

mount

This project is to be a staged building consent.

Stage 1 - All below ground work, drainage, piling,

                 retaining, footings and concrete slabs on

                 ground.

Stage 2 - Remainder of Project

All underground tanking & related systems

to be installed by Auckland Council

approved applicators who provide PS3 to

Council satisfaction.

Tanking Details are Indicitave and Geotex

NZ Ltd - Swellseal details take precident

Refer KOA Engineer plans

for all spa & pool detailing

new HP84 128 x 19 dressed

cedar soffit for paint finish ontop

of 30/30/30 fire rated Promina 60

board

new HP84 128 x 19 dressed cedar

soffit for paint finish ontop of

30/30/30 fire rated Promina 60 board

Storage

R4.0 Ultraline

Ceiling Batts

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049
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section
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Notes: Thresholds

Ground Floor level to Paving Level 150mm minimum.

Ground Floor level to Lawn Level 225mm minimum.

Ground Floor level to Garden Level 225mm minimum.

Refer KOA engineers drawings

#116292 for all footing, retaining

and slab details

This project is to be a staged building consent.

Stage 1 - All below ground work, drainage, piling,

                 retaining, footings and concrete slabs on

                 ground.

Stage 2 - Remainder of Project

Kitchen

Wardrobe EnsuiteBedroom 3 Ensuite Hall

stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate

plus building paper

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Timber Joinery

- refer schedule

Timber Joinery

- refer schedule

ESCEA DL 1100

Gas Fireplace

new HP84 128 x 19

dressed cedar soffit for

paint finish

110mm topping to

slab for piped

underfloor heating

R2.4 Wall Batts

R2.4 Wall Batts

Boundary Retaining

- refer engineers

detail

Boundary Retaining

- refer engineers

detail

Exterior stairs -

refer landscape

plan

13mm Gib

Ultraline

13mm Gib

Aqualine

26
50
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hk

026

22

025

18

023

03

033

52

030

37

600mm selected stone

pavers on mortar bed on

100mm conc base with

#665 mesh

GL

GL

Swellseal® MS/HP

Bentonite waterproofing

underslab membrane -

follow guidance details by

Geotex NZ Ltd

Swellseal® pile cap

All underground tanking & related systems

to be installed by Auckland Council

approved applicators who provide PS3 to

Council satisfaction.

Tanking Details are Indicitave and Geotex

NZ Ltd - Swellseal details take precident

Ceiling glazing -

refer detail

26
50

 c
hk

TURF TURFTILE TILE TILE TURF DECKING

Metroglass 17.5mm Sentry

laminate glass. 1.00m

above deck level minimum

with Metroglass Infinity

BA122 face fix channel

mount

Metroglass 17.5mm Sentry

laminate glass. 1.00m

above deck level minimum

with Metroglass Infinity

BA122 face fix channel

mount

18.70

SECOND

FLOOR

FIRST

FLOOR

15.30

12.00

GROUND

FLOOR

18.70

GROUND

FLOOR

12.00

15.30

FIRST

FLOOR

SECOND

FLOOR

029

33

029

33

R4.0 Ultraline

Ceiling Batts

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049

R4.0 Ultraline

Ceiling Batts

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049

Gib GBSCA 60a 60 /

60 / 60 13 &16mm

Fyreline / Noisline

rated ceiling - Refer

Chester Consultants

Report #12049

Floating deck mounted on

floating H3.2 joists on "deck

chair" rubber mounts over

membrane

Floating deck mounted on

floating H3.2 joists on "deck

chair" rubber mounts over

membrane

1100 x 1100 Metroglass

40mm laminated deck

glazing

TILE
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To Sarsfield Street
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1300mm s.steel framed tg&v cedar clad door.

Pivot hinge set 300mm off frame

APARTMENT 2

 MAIN ENTRANCE

CARPARK DOOR

WD

21

WD

22

WD

2423

WD

25

WD WD

2827

WDWD

26

WD

29

WD

30

WD

31

fg

fg

fg fg fg

fg fg

BEDROOM 4 KITCHEN SITTING SITTING SITTING DINING LIVING LIVING DEN

MASTER

BATHROOM

MASTER

BATHROOM

MASTER

BEDROOM

MASTER

BEDROOM

HALL BEDROOM 2 BEDROOM 2 BEDROOM 2 BEDROOM 3

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

C
o
r
n
e
r
 
B

o
x

DEN DEN DINING DINING DINING DINING LIVING KITCHEN DECK DECK DECK

16
50

750

60
0

16
50

600

60
0

26
00

2365 1500 CHECK 1500 CHECK

26
00

26
00

2350 4800 2300

20
75

2300
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bay window with 400mm deep

jambs. Full 100mm framed

with facings over

fgfgfg

150mm Jamb 150mm Jamb 150mm Jamb

fg

fgfgfgfg fg fg

fg

silicone seal glass

butt join

sill rebate
sill rebate

sill rebate sill rebate
sill rebate sill rebate

sill rebate

sill rebate

sill rebate

3 / fixed framed louvre panels with

openable louvre blades

fixed framed louvre panels with

openable louvre blades

fixed framed louvre panels with

openable louvre blades

fixed framed louvre panels with

openable louvre blades

fixed framed louvre

panels with

openable louvre

blades

fixed framed louvre

panels with

openable louvre

blades

to match WD 45

10
00

3 openable louvred panels on bifold

track. loose leaf clipped onto adjacent

panel

fixed framed louvre

panels with openable

louvre blades

300 1000

top hung with

security stays

JOINERY NOTES: TIMBER

1. Allow for ex 150 x 25 cedar facing + 19mm scribers to all frames.

2. Fit ex 25mm cedar corner boxes where shown.

3. Fit continuous copper head and copper sill flashings with folded returns.

4. Confirm all dimensions on site prior to manufacture

5. Joinery shown viewed from outside

6. Fit full length sill flashings to all frames.

7. All Glazing shall be N.Z.S.4223 double glazed

8. Design for High Wind Zone requirements

9. Standard joinery manufacturers flat cills, heads, jambs and flashing.

    Clear No 1 Cedar sashes & louvre blades. All frames joinery grade pinus

    H3.2 for paint finish

10. Refer Specification for timber joinery finishing details

sectional garage door

4 remotes & interior switching

satin finish 5 panel 12mm rebated

meranti ply panels
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BEDROOM 4ENTRY

glazed toplight - check

dimensions

glazed toplight - check

dimensions

IMPORTANT

Confirm all Joinery dimensions on

site prior to manufacture
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NOTES:

- All joinery hardware 316 stainless steel

- Openable louvre blades to be divided into practical

  size panels with seperate opening

- All glazing units back puttied & secured with

  glazing beads

- Glue - Loctite Durobond from Glue Guru

- Filler - polyester lightweight

- Primer - Oil based primer

Security stay to

top hung

WD/22 to meet

requirements

of Pool Fencing

Act

Swish Automatic door closer to WD/27 to

meet requirements of Pool Fencing Act

WD

20a

CARPARK DOOR

Fire Rated egress

door

TGV cedar

Provide key & pin

lock for external

access
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00

760
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weatherboard)
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3 glazing panels (as shown with aligned
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aligned glazing bars and
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IMPORTANT

Confirm all Joinery dimensions on

site prior to manufacture
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door - refer Fire Engineer

Report for ratings
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Cedar framed internal

joinery unit.

2 x Openable cedar louvre

units
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1075 check

Typical interior Door architrave

detail

Typical interior Door architrave

detail (pitched Ceiling)

Ceiling Line

Ceiling Line 40Ø

ensure full

architrave (adjust

door to suit)

Typical Architrave

Typical Skirting

Typical Architrave

Typical Skirting

NOTES:

- All joinery hardware 316 stainless steel

- Openable louvre blades to be divided into practical

  size panels with seperate opening

- All glazing units back puttied & secured with

  glazing beads

- Glue - Loctite Durobond from Glue Guru

- Filler - polyester lightweight

- Primer - Oil based primer

JOINERY NOTES: TIMBER

1. Allow for ex 150 x 25 cedar facing + 19mm scribers to all frames.

2. Fit ex 25mm cedar corner boxes where shown.

3. Fit continuous copper head and copper sill flashings with folded returns.

4. Confirm all dimensions on site prior to manufacture

5. Joinery shown viewed from outside

6. Fit full length sill flashings to all frames.

7. All Glazing shall be N.Z.S.4223 double glazed

8. Design for High Wind Zone requirements

9. Standard joinery manufacturers flat cills, heads, jambs and flashing.

    Clear No 1 Cedar sashes & louvre blades. All frames joinery grade pinus

    H3.2 for paint finish

10. Refer Specification for timber joinery finishing details
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Optional packer

20mm H3 PLYWOOD

Thermakraft 407 roofing

underlay

Eurostyle profile roofing

Packer

Eurostyle clip

Eurostyle profile roofing

140

Drip Edge Dimensions
50 mm MIN.

OVERHANG

Thermakraft 407 roofing

underlay

20mm H3 PLYWOOD

 roof framing

3

0

3

0

6

0

°

DRIP EDGE FLASHING

(1)

FLASHING FIXED TO

PLYWOOD AT 200crs

MAX

Eave Detail

scale 1:5

Barge Detail

scale 1:5

10

1
6
0

Fixing Bracket

H3 "C" face plywood to 3° fall

min. glued & screwed to timber

rafters, all edges supported on

timber.

Ardex "saddle" flashing.

Mastic washer

H3 "C" face plywood glued &

screwed to timber rafters, all

edges supported on timber.

Fixing Bracket

Batten/Block glued and bolted

to plywood  with countersunk

galvanized bolt.

Battens laid down slope

scale 1:5

Membrane Fixing Detail

provide 1x Ardex

proprietary roof vent

per 20m2 roof area

UPVC Vermin strip

Roof - Wall Detail

scale 1:5

EXTERIOR

INTERIOR

Rafters and rippings over

all treated H3.2 to

membrane roof areas

2 layer ARDEX WPM 120/189

waterproof membrane

 to lap up behind weatherboards

200mm min vert

ex 90 x 45 H3.2 framing

to all external walls

2
0
0
 
m

i
n

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

20

20

100

Ardex reinforcing strip

continuous ex75x50 H3.2

timber edging with shaped

bottom and arrised top

edge

75min

1
0
0
m

i
n

90mm wide 17.5mm H3

treated plywood with

bevelled edges

Fall

new painted dressed cedar

fascia @ 3deg fall

 ex50mm H3.2 pinus firings to

3deg fall over

INSIDE

Fascia - Side Detail

scale 1:5

 ex200x25 painted dressed

cedar fascia

new H3.2 SG8 rafters

and firrings over

INSIDE

Fascia - Gutter Detail

scale 1:5

90x45 SG8 H3.2 framing

to all external walls, R2.6

fibreglass batts

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

new ex 250 x 30 painted

dressed cedar fascia

Continuous Copper Spouting

new ex 250 x 30 painted

dressed cedar fascia

Continuous Copper Spouting

new HP84 128 x 19 dressed

cedar soffit for paint finish

(note: width of soffit varies -

refer plans)

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

023

01

02

03

060504

2 layer ARDEX WPM

120/189 waterproof

membrane @3° min fall

on 17.5mm H3 ply over

H3.2 ex50mm pinus

rippings to falls over H3.2

joists

2 layer ARDEX WPM

120/189 waterproof

membrane system

2 layer ARDEX WPM

120/189 waterproof

membrane @3° min fall

on 17.5mm H3 ply over

H3.2 ex50mm pinus

rippings to falls over H3.2

joists

Ardex reinforcing strip

2 layer ARDEX WPM

120/189 waterproof

membrane system

2 layer ARDEX WPM 120/189

waterproof membrane @3° min

fall on 17.5mm H3 ply over

H3.2 ex50mm pinus rippings to

falls over H3.2 joists

2 layer ARDEX WPM 120/189 waterproof

membrane @3° min fall on 17.5mm H3 ply over

H3.2 ex50mm pinus rippings to falls over H3.2

joists

023

023

023023023
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Run Ardex membrane

Cladding under roofing

above by 300mm min as

shown

3

0

0

20mm Plywood

Countersunk

screw

Cap fixed with three

S/S rivets or screws

Parallel Apron Flashing Detail

scale 1:5

scale 1:5

Valley Detail

Apron Flashing Detail

scale 1:5

024

07
Membrane Vent Detail

scale 1:5
scale 1:5

Expansion Joint Detail

Countersunk screw

Grab flashing

Roof underlay

Ply

25

25

Countersunk

screw

Grab flashing

Valley gutter

Roof underlay

Euroline profile

roofing

Euroline lip

turnover

Packer

2

5

0

3

8

60

Valley Angle Table

Roof Pitch 453530252015105

Gutter board

* Dimensions suitable for 25m² catchment at 12°. For larger catchments or lower

pitches design as for internal gutter.

Valley Angle X°

173 104120132139145152159166

Purlin

Countersunk screw

5mm min

depending on

material type

and sheet length

200mm min lap

Trimseal lap tape

Single welt lap joint

suitable for pitches of 25°

or more

4

0

25mm minimum air gap

Note:

1. Rivet head flashing onto cap, angle seam or roll seam.

2. For installation of ply refer to Ecoply: Structural Plywood Properties and Applications Manual available

from www.ecoply.co.nz

Coloursteel Head Flashing

Stop ended

trays

2
5

Coloursteel Solid fixed apron overflashing

Hidden flashing material to have

50 year durability see Table 1

5° fall

7
5

1
0

Packer

Wall framing

7
5

1

5

0

Rafter

Purlin

Roof underlay

Plywood

Solid fixed apron overflashing

Hidden flashing material to have 50

year durability see Table 1

5° fall

7
5

Packer

Wall

Euroline Battenlok

Nuravent

1
0

0

2
1

0

flashing

130

H3 "C" face plywood to

1:30 falls min. glued &

screwed to timber, all

edges supported on

timber

Cap fixed with three

S/S rivets or screws

Stainless steel screw

fixing

Ardex overflashing

welded to Ardex Roof

Vent

Ardex Roof Vent

105mm ventilation

75mm min.

Roof Cladding Junction Detail

scale 1:5

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

08

09

12

11

10

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

 Thermakraft 407 roofing underlay

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

on Thermakraft 407 roofing

underlay on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

2 layer ARDEX WPM 120/189

waterproof membrane @3° min fall on

17.5mm H3 ply over H3.2 ex50mm

pinus rippings to falls over H3.2 joists

2 layer ARDEX WPM 120/189

waterproof membrane @3° min

fall on 17.5mm H3 ply over H3.2

ex50mm pinus rippings to falls

over H3.2 joists
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Pipe Penetration Isometric N.T.S.

scale 1:5

Pipe Penetration Detail

Seal boot flashing to pipe

Boot flashing

Flexible flashing tape

around pipe and onto

building paper

Thermakraft 407 roof

underlay

Proprietary boot flashing

sealed to pan

300mm min cover for flashing under eruoline roofing above

scale 1:5

Chimney flashing cross section

scale 1:5

Chimney Cricket flashing (plan)

Fall

1
5
0

(
2
0
0
 
f
o
r
 
v
e
r
y
 
h
ig

h

w

in
d
 
z
o
n
e
)

Roof underlay

'Cricket' diverter bckflashing

Plywood

'Hem' fold

Typical penetration

(actual may differ)

Upper Eurostyle sheet

Underlay

Bottom apron notched

across roof

Full height

stop end

5
m

m

75mm

Eurostyle

Side apron sealed

and riveted to

backflashing

Roof underlay

Turn up

Eurostyle sheet

Side apron

Ply

Penetration

(detail may differ)

Full height stop end

2

0

0

3
0
0
m

m

Plywood

Euroline

Roof underlay

Chimney flashing section

scale 1:5

scale 1:5

Change Of Pitch scale 1:5

Ridge Detail

* 150mm for low medium high wind zones where pitch >

10° 200mm for very high windzones and all windzones

for pitches <10°

Note:

For installation of ply refer to ecoply: Structural

Plywood Properties and Applications Manual

available from www.ecoply.co.nz

Rivet

Grab flashing

Underlay to be stopped short

(not continuous over ridge)

25mm minimum air gap

Plywood

Stop ended trays

Ridge flashing

1

5

0

m

m

 
*

Truss chord

Roof underlay

025

13

14

15

1817

16

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Fall

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

025

025

025

025 025
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 Rooflight

Rooflight Jamb Detail

scale 1:5

folded Coloursteel apron

flashing set up under velux

top flashing

1

0

0

 

m

m

6

0

-

1

5

0

 

m

m

Insulation

Insulation

Batten

Lining

scale 1:5

Rooflight Head & Sill Details

folded Coloursteel apron

flashing set up under

rooflight top flashing

folded Coloursteel apron

flashing set up under

rooflight top flashing

Insulation

Lining

Rooflight

scale 1:5

Flue-Cowl Plan

60 x 60 ss shs frame

welded to ss cap flashing,

screw fix thru 50mm

downturn

proprietary ss cowl fitted

over custom ss cap

flashing

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

60 x 60 ss shs frame

welded to ss cap flashing,

screw fix thru 50mm

downturn

7mm ply H3 to chimney

framing

proprietary ss cowl fitted

over custom ss cap

flashing

5mm gap to underside

for water runoff

50 min

5

6
0
0

700 confirm

scale 1:5

Flue - Cowl Detail

Verticals as required,

refer elevations

scale 1:5

Downpipe dropper  Isometric

65mm dia copper

downpipe

90deg bend in 65mm dia

copper downpipe

block end of pipe

discharge holes to be

32.5mm min = 1/2 dia of

pipe. locate to avoid joints

in roofing

026

19

20

21

22

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing on

Thermakraft 407 roofing underlay

on 20mm H3 ply

026

026

026
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Alu gravel guard

ex 100 x 25mm B/S Cedar facing

fixed to al angle for whole

exposed perimeter of garden

roof

Versicell drainage system

Bidim Geotextile Mat

Growing Medium

Plants

EcoFleece R2.4 Wall

insulation

EcoFleece R2.4 Wall

insulation

ex 200 x 25mm B/S Cedar fascia

2
0
0

ARDEX WPM 120/195 waterproof membrane

 clad upstand up and under cladding

scale 1:5

Nuraply 3P Detail

12

ex 150 x 25 pinus skirting,

paint finish

Galv joist hangers, joists

all treated H3.2 to

membrane roof areas

ex150x25 Kwila hardwood decking

on ex50mm H3.2 runners over

waterproofing.

fit dpc between u/side of deck

runners and top of Nuraply

20mm H3 Ply

PVC vermin strip

fall 2°

Ardex membrane to

extend under cill +

200mm up walls behind

cladding

Deck Detail

scale 1:5

2
0
0
 
m

i
n

100mm min threshold

between ffl and highest

part of membrane roof

surface

Ardex membrane 3P

to lap up behind

weatherboards

200mm min vert

INSIDE

DECK

Threshold Detail

scale 1:5

ex 100 x 50 H3.2wall

frame

concrete slab to

Engineer's details

floor level

ground level

paving level

1
0

0

1
7

5

50

200 series masonry

foundations to Engineer's

details

10mm Gib

200 x 20mm b/s cedar

corner box

single length proprietary

PVC corner flashing over

building paper, edges

returned as indicated

OUTSIDE

INSIDE

Cladding Detail

scale 1:5  (PLAN)

single length proprietary

PVC corner flashing over

building paper, edges

returned as indicated

mitre weatherboards at

internal corner junction

ex 90 x 45 H3.2 framing,

10mm std gib unless

noted otherwise

selected hardwood

decking

Stained Cedar sill

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

build up threshold to 100mm min above

membrane surface with 90x45 H3.2 to suit

2deg

FALL

Line of interior wall lining beyond.

Ardex membrane turns 100mm

min.up face of jamb opening.

Airseal.

Line of interior face of wall

framing.

Ardex membrane system turns up

face of upstand & along top of

upstand

20mm min. angle fillet.

Line of exterior face of wall

framing.

Line of weatherboard wall cladding

on cavity beyond.

DECK

scale 1:5

Wall Penetration Detail

Watergate Plus building paper

carefully cut around pipe

penetration

 ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

Flexible flashing tape

bandage min 25mm wide

all round pipe.

Pipe to have min 5° fall to

outside

Square of flexible flashing

tape to a min of 100mm

outside of pipe, ensure

seal with pipe bandage

Deck Threshold Detail

scale 1:5

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

027

23

24 25

27

26

1
0
0
m

m
 
m

i
n
.

100mm min upstand

Structural Steel - Refer

Framing plan & Engineers

Drawings

100min

continuous copper spouting

ARDEX Greenroof System over 2 layer ARDEX

WPM 120/195 waterproof membrane @3° min

fall on 17.5mm H3 ply over H3.2 roof framing

with folded alu flashing under at drip edge as per

detail C, fig 61, NZBC S2/AS1

2 layer ARDEX WPM 120/189

waterproof membrane @2° min

fall to outlet on 17.5mm H3 ply

over H3.2 ex50mm pinus

rippings to falls over H3.2 joists

Ardex membrane to

extend under cill +

200mm up walls behind

cladding

2 layer ARDEX WPM 120/189

waterproof membrane @2° min

fall to outlet on 17.5mm H3 ply

over H3.2 ex50mm pinus

rippings to falls over H3.2 joists

027 027

027

027

28

027
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Notch stud wall to take bath

PEF Backing Rod

Bath (or Vanity)

Flexible silicone sealant

Waterproof membrane to manufacturers

recommendations

Villaboard Lining

Selected tiles

10 - 25mm upstand

5mm

5mm

scale 1:5

Bath / Vanity Junction

selected wall tiles over

Hardies tile underlay

extend jamb 5mm past

wall tiles & underlay

Packers

32mm rebated pinus

jamb - prime for paint

finish

50mm thk door leaf -

refer internal joinery on

schedule

Typical Architrave

- refer spec.

ex 90 x 45 H1.1 wall

framing

10mm Standard Gib

scale 1:5

Bathroom Jamb Detail

3no adj. shelves

on s/s pins.

Mirror faced Melteca

cabinet door on self

closing hinges

Cabinet to full depth of

wall, Melteca carcass

10

Upstand to selected

Vanity Top

Recessed Finger Pull

Vanity Cabinet

scale 1:5

fall

21mm H3.2 ply

6mm Hardies tile underlay

BATHROOMSHOWER

brick to form threshold

approved waterproof

system applied to18mm

compressed sheet over

20mm H3.1 ply

Tiled Upstand

threshold, fall to shower

side

selected non slip tiles

on screed, fall to waste

over approved

waterproof system

Glass shower surround

and door by euroglass

B
Shower threshold

scale 1:5

90 o/a

fall

Selected tiles

10mm Gib Aqualine

Square stopped

(where noted)

selected chrome / s.s

waste grating

100Ø "allproof" waste

set in comp.sheet with

waterproofing run inside

Selected non slip tiles

on screed

All wet area joists

treated H3.2

18mm compressed

sheet

Fibreglass reinforcing

bandage - 150mm deep

ASA Dampfix

waterproof system

6mm Hardiflex

fall

fall

All wet area joists treated

H3.2

18mm compressed sheet

Selected non slip tiles

on screed

ASA Dampfix waterproof

system

fall

scale 1:5

Shower wall / floor junction
D C

Shower "allproof"

scale 1:5

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

scale 1:5

Ribbon-Plate Connection Detail

ex 50x25 H3.2 vertical

battens to each stud over

bldg paper

ex 80mm solid cedar

packing mitred to

weatherboards

ex 80mm solid cedar

packing mitred to

weatherboards

4 x M12 s.steel coach

bolts fixed to internal

studs with 2 x EDPM

washer seals per bolt as

shown

Ribbon Plate - Varies -

refer engineers detail for

fixing

Louvretec Beam Connection Detail

scale 1:5

7
5

ZRX coloursteel folded sheet cap flashing

to boxed beam, 5deg fall, set up behind

fascia board 100mm min vert flashing to

connect cap to louvretec gutter below

proprietary Louvretec

powdercoated gutter

selected colour

powdercoated Louvretec

180 opening roof

1
0

0
m

i
n

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar bevelback

weatherboards over ex50x25mm H3.2 vert

pinus battens to each stud on Watergate plus

building paper

Timber cavity batten

Wall Penetration Detail

scale 1:5

Flange with sealant over backing

rod

PVC Pipe

Cavity base closure positioned to

give 15mm min. drip edge to

cladding

Building wrap dressed into

opening with flexible flashing tape

installed over wrap to corners at

head

Slide cut square of flexible

flashing tape over pipe. Extend

100mm beyond edge of pipe

Internal Lining

25 min

PVC pipe with adequate internal

diameter to take 150mm bathroom

extract duct

Proprietary bathroom duct

external cowling silicon sealed

around perimeter to external

cladding

29

028

30

028

31

028
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Ardex membrane

Ardex membrane  2 layer system

dressed onto 80mm dia copper

overflow dropper thru soffit

8
0
Ø

 
c
o
p
p
e
r

scale 1:2

Alproof Dropper

2 layer Ardex membrane

torched onto bronze dropper

flange

80mm dia  "allproof" bronze

dropper fitted to 80mm dia

copper DP below. flange

rebated into ply substrate

8
0
Ø

 
d
r
o
p
p
e
r

80mm dia copper DP

DECK STRUCTURE

SUMP

300MM SQ MIN

50MM MIN

2deg

FALL

FA
LL

2deg

34

029

1
0
0
0
m

i
n

Deck Detail

scale 1:5

H3 17.5mm ply run up

to 200mm above deck

level with 2 layer Ardex

membrane over

DECK

Full height stop end

200

20mm H3 PLYWOOD

Thermakraft 407 roofing

underlay

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

2 layer ARDEX WPM 120/189

waterproof membrane @2° min

fall to outlet on 2 x offset

17.5mm H3 ply sheets

33

029

Metroglass 17.5mm Sentry

laminate glass. 1.00m above

deck level minimum

53mm wide lumberlok

multibrace s.s. straps to top

and bottom of joists.

6 x 45 x 6g annular grooved

nails to each end of straps, top

and bottom

20 off nails, 90mm 6g through

timber joists

 H3.2 ex50mm pinus rippings

to falls over H3.2 joists

Metroglass Infinity BA124

side fix channel

50 x 20 hardwood decking trim - screw fixed

with tek screws to removable H3.2 packers

below to allow servicing of balustrade support

and cap flashing (to be removable for

maintenance)

Colorsteel Cap Flashing to run 100mm min

over Ardex waterproofing

1
0
0
0
m

i
n

Deck Detail

scale 1:5

H3 17.5mm ply run up

to 200mm above deck

level with 2 layer Ardex

membrane over

DECK

Full height stop end

200

20mm H3 PLYWOOD

Thermakraft 407 roofing

underlay

Steel & Tube Coloursteel

Eurostyle Battenlok Roofing

2 layer ARDEX WPM 120/189

waterproof membrane @2° min

fall to outlet on 2 x offset

17.5mm H3 ply sheets

33

029

Metroglass 17.5mm Sentry

laminate glass. 1.00m above

deck level minimum

53mm wide lumberlok

multibrace s.s. straps to top

and bottom of joists.

6 x 45 x 6g annular grooved

nails to each end of straps, top

and bottom

20 off nails, 90mm 6g through

timber joists

 H3.2 ex50mm pinus rippings

to falls over H3.2 joists

Metroglass Infinity BA124

side fix channel

50 x 20 hardwood decking trim - screw fixed

with tek screws to removable H3.2 packers

below to allow servicing of balustrade support

and cap flashing (to be removable for

maintenance)

Colorsteel Cap Flashing to run 100mm min

over Ardex waterproofing

"allproof"

see detail

75Ø downpipe to discharge

underneath deck into copper

downpipe - refer plan for

stormwater layout

75Ø overflow set next to

allproof 50mm above gutter

level

downpipe outlet to discharge to

outside face of roof cladding

and through spreader to

guttering below
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H3.2 Jamb liners

Corner Flashing

lapped over saddle

flashing

H3.2 Timber cavity battens

H3.2 Studs

Tyvek Building Wrap

H 3.2 Sloping Packer

Tyvek Building Wrap

H3.2 Studs

H3.2 Timber cavity battens

Parapet capping with 5°

minimum slope

Timber capping over -

refer detail 25/013

ex 200 x 25mm HP 62 b/s

cedar weatherboards,

selected machinecoat

dark stain

ex 200 x 25mm HP 62 b/s

cedar weatherboards,

selected machinecoat

dark stain

Flexible flashing tape

dressed up and

adhered to building

underlay/James Hardie

rigid air barrier behind

battens

Flexible flashing tape

to extend min 50mm

down face of battens

scale 1:5

Parapet to Wall Junction

H 3.2 Sloping Packer

Rivet and seal capping to

saddle flashing across top

ZRX saddle flashing under

parapet capping refer E2/AS1

Figure 13 for min dimensions

H3.2 Timber cavity battens

Selected external corner

5° min fall

Tyvek Building Wrap H3.2 Studs

Parapet to Wall Junction

scale 1:5

backfill to min 85% min proctor

2
2

5

Install Celluose fibre protection

sheets over all Nuraply Tanking

Ground level

Refer Engineers Details for footing

and slab and structural details

200 series masonry wall (or

precast in-situ reinforced wall,

refer Engineer's drawings for

structural details

Slab Tanking Detail

100Ø / 150Ø novacoil drain in

freedraining scoria, pipe to s/w

outlet

110 mm thk conc slab

footings and retaining wall

to Engineer's details for all

structural detail

10mm std gib to walls, 13mm

gib ultraline to ceilings

(unless noted otherwise)

ex 100 x 50 H3.2 framing

to all external walls

OUTSIDEINSIDE

Refer Engineers Details for footing,

 slab and structural details

10mm Gib toughline on

25 x 40 H3.1 strapping

10mm Gib toughline on

25 x 40 H3.1 strapping

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

030

35

Stained Cedar sill

Line of interior wall lining beyond.

Airseal.

Line of interior face of wall

framing.

Line of exterior face of wall

framing.

Line of weatherboard wall cladding

on cavity beyond.

Nuraply 3P to extend

under cill + 200mm up

walls behind cladding

ground level

paving level

1
0

0

Chevaline dexx waterproof

membrane sill flashing

continued under and up

rebate to floor level - paint

visible surface.

1
7

5

50

concrete slab to

Engineer's details

Rebate concrete to suit

selected joinery and sill

support brackets

scale 1:5

Level Threshold Detail

Stained Cedar sill

Line of interior wall lining beyond.

Airseal.

Line of interior face of wall

framing.

Line of exterior face of wall

framing.

Line of weatherboard wall cladding

on cavity beyond.

Nuraply 3P to extend

under cill + 200mm up

walls behind cladding

Chevaline dexx waterproof

membrane sill flashing

continued under and up

rebate to floor level - paint

visible surface.

concrete slab to

Engineer's details

Rebate concrete to suit

selected joinery and sill

support brackets

scale 1:5

Level Threshold Detail

12

Jagas 600mm2 pavers on

100mm conc slab with #668

mesh. To fall away from

building

Vantage aluminum joinery on

proprietary sill support fixed

to slab

Allproof Industries Proprietary

threshold grating system on

150 deep min x 200 wide

gutter to fall to outlet at each

end

200min

1
5

0
m

i
n

paving level

Sill support as required

Sill support as required

scale 1:5   (typical)

1
5

0

Swellseal® MS/HP Bentonite

waterproofing tanking membrane

- follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP Bentonite

waterproofing tanking membrane

- follow guidance details by

Geotex NZ Ltd

Swellseal® MS/HP Bentonite

waterproofing tanking membrane

- follow guidance details by

Geotex NZ Ltd

Swellseal® termination bar fixed

at 300mm ctrs covered by Mapei

mapegum waterproof coating

backfill to min 85% min proctor

Chevaline dexx waterproof

membrane sill flashing

continued under and up

rebate to floor level - paint

visible surface.

030

36

030

37

030

38

030

39

All underground tanking & related systems

to be installed by Auckland Council

approved applicators who provide PS3 to

Council satisfaction.

Tanking Details are Indicitave and Geotex

NZ Ltd - Swellseal details take precident
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ex 150 x 25mm Kwilla

hardwood decking - smooth

side up

provide 3mm chamfer to all

end butts

scale 1:5

Deck Nailing Detail

Provide perimeter frame as shown.

All screw fixing to be 316 stainless

steel into H3.2 dry framing. All

screws countersunk. Fit hardwood

plugs to each screwhole to pattern

shown. All plugs glued and sanded

FALL

FALL

PAVING LEVEL

100dia upvc drain pipe set under

pavers, drainage gap left

ungrouted between pavers,

sawcut to top side of pipe to form

slot for 2/3 pavers

nominal 50mm thk mortar bed

on 100mm min comp h/fill

40mm thk selected 600mm

square stone pavers, falls to

drain, on mortar bed on 50mm

thk mortar bed to best trade

practice

ungrouted gap between

pavers to provide slot for

drain

Paving Detail

scale 1:5

scale 1:5

Meterbox Head Meterbox Jamb

scale 1:5

Timber cavity batten

Additional building

underlay or flashing tape

over flashing

H3.1 treated timber cant

strip

Flashing 15° min slope

Metal meter box

Metal angle sealed and

riveted to box

Airseal around all sides of meter box

Continue building underlay around

framing

Flexible flashing tape at corners

Nog as required

Building underlay

1
0

m
m

m
i
n

c
o

v
e

r

Flexible flashing tape at corners

Airseal around all sides of meter box

Continue building underlay around

framing

Building underlay

Metal angle to be sealed  and

riveted in place.

Metal meter box

Seal against the meter box

Line of head flashing

Timber cavity batten

s/steel annular

grooved decking nails

scale 1:5

Typical Deck Detail

ex150x25 Kwila hardwood

decking on ex50mm H3.2

runners over

waterproofing

2 layer ARDEX WPM 120/189

waterproof membrane @2° min

fall on 17.5mm H3 ply over H3.2

ex50mm pinus rippings to falls

over H3.2 joists

H3.2 SG8 deck joists

190 x 45  @

H3.2 400ctrs

H3.2 treated ripped

deck runners on

isolation pads

H3.2 SG8 rippings to

create fall to deck roof

over

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

031

40

scribed ex 150 x 18 pinus

skirting, paint finish

ex 150 x 18 pinus skirting,

paint finish

Wall Detail

25

Cedar weatherboards to finish

175mm min above ground level,

100mm min above pavers

Ex50 x 25 H3.2 vertical battens

over masonry and timber wall

framing

10mm Gib Toughline (to

Garage and store) over

25 x 40 H3.2 vetical

battens to masonry wall

scale 1:5

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

031

41

031

42

031

43

031

44

031

45
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Timber framing - refer

note 3

Selected 20mm hardwood

decking

M12 s.s coach screw

Metroglass 17.5mm Sentry

laminate glass. 1.00m above

deck level minimum

1
0

0
0

 
m

i
n

Internal Balustrade Detail

scale 1:5

ex 20mm B/S

cedar on 50x20mm cavity battens

packed out from post

ex 20mm B/S

cedar facing on 50x20mm cavity

battens packed out from post

scale 1:5

Entry Beam/pergola Detail

Louvre Beam Detail

scale 1:5

selected colour

powdercoated Louvretec

180 opening roof

400400

proprietary Louvretec

powdercoated gutter

3
3

0

7
5

7
5

ZRX coloursteel folded

sheet cap flashing to

boxed beams, 5deg fall,

fixings thru downturns

B/S cedar facing board

fitted on H3.2 packers off

beam

2/290x45 H3.2 Beam -

refer framing plans

selected colour powdercoated

flashing to connect cap to

louvretec gutter below

ZRX coloursteel folded

sheet cap flashing to

boxed beams, 5deg fall,

fixings thru downturns

Entry/Louvre Column Detail

scale 1:5

70

7
0

4
0

0

400

scale 1:5

Entry/Louvre Column Elevation

1
0

0

300

ex 20mm dressed cedar

facing board fitted to

painted H3.2 15mm ply

125 Senton post, refer

engineer's details for

footing and connections

300x300mm concrete plinth to base of

column to separate cladding from

paving/ground below, sponge finish

plaster to all visible surfaces

1
7

5

ground level

paving level

125 Senton post, refer

engineer's details for

footing and connections

B/S cedar facing board

fitted to painted H3.2

15mm ply

ex 20mm B/S

cedar on 50x20mm cavity battens

packed out from post

cavity closure

2/290x45 H3.2, refer

Plan/Corner detail

Engineer's Drawing S1

cavity closure

90x45 H3.2 framing to

pack out posts set on

DPC over conc plinth

cavity closure

painted dressed cedar

facing board fitted on H3.2

packers off underside of

beam

1M deep (1M below pool) x 400 DIA conc

footing to H5 125 Senton post - Refer

Engineer's detail on Sheet S1

2/290x45 H3.2 Beam -

refer Engineer's sheet S1

for fixings to posts and

house

Coloursteel ZRX sheet end cap

sealed to cap flashing. Lower ends

turned out to clear w/bd profile,

Sealed to downturns on cap flashing.

50mm min upstand

S/Steel lumberlok nailon

plate, 100x100x100

equal angle to each side,

10x3.15x30mm product

nails per plate face

selected colour powdercoated Louvretec 180

opening roof with proprietary powdercoated

gutter frame.

Frame fixed to timber pergola beams using

8ga x 16mm c/s s/steel screws @500ctrs

032

46

032

47

032

48

032

49 032

50

Metroglass Infinity BA124

side fix channel

53mm wide lumberlok

multibrace s.s. straps to top

and bottom of joists.

6 x 45 x 6g annular grooved

nails to each end of straps, top

and bottom

20 off nails, 90mm 6g through

timber joists

scale 1:5

Entry Glazing Detail

Metroglass Safelight 32 (15 / 1.5 /

15) four edge support

Conc slab - refer

engineers detail

Selewcted interior tiling finished

against glass beading

5mm Steel perimeter frame as

per metroglass detail

proprietary glazing strips with

silicone sealing jointing

Conc slab - refer

engineers detail

Selewcted interior tiling finished

against glass beading

5mm Steel perimeter frame as

per metroglass detail

proprietary glazing strips with

silicone sealing jointing

ex 20mm pinus

facing for paint

finish
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Stained Cedar sill

stained 17mm dressed

cedar scribers

stained 17mm dressed

cedar scribers

stained ex200x25 dressed

cedar bevelback

weatherboards over

ex50x25mm H3.2 vert

pinus battens to each stud

on Watergate plus building

paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

stained ex200x25 dressed cedar

bevelback weatherboards over

ex50x25mm H3.2 vert pinus

battens to each stud on

Watergate plus building paper

Window head & sill

scale 1:5

Door head & sill

scale 1:5

JOINERY NOTES

All joinery profiles shall be standard Joinery Manufacturer's Association

profiles

Sashes Cedar - Frames Pinus H3.2 FJ for paint finish

Jamb Detail

scale 1:5 (PLAN)

30min

INSIDE

WINDOW

OUTSIDE

folded copper sheet

flashing fitted to jamb and

returned outside wall

framing with building

paper over - 100mm min

R 2.4 fibreglass batts

folded copper sill flashing

fitted under jamb flashing,

turn up ends

self adhesive flashing

tape dressed into opening

over first layer of bldg

paper, air seal foam to

joinery frame

2 layers of building paper,

one dressed into

opening, the other

dressed over jamb and

head flashings

I
N

S
I
D

E

D
O

O
R

O
U

T
S

I
D

E

R 2.4 fibreglass batts

copper sheet folded head

flashing fitted up and

under second layer of

building paper, fold over

top, run head 50mm past

sides of facings

H3.2 lintel, refer framing

plans

scriber around vertical

facing

copper sheet folded sill

flashing fitted under and

behind sill

J
A

M
B

floor structure, refer

Engineer's details

approved flashing tape

over first layer of bldg

paper dressed into

opening, foam air seal to

joinery frame

2 layers of building paper,

one dressed into joinery

opening, second layer

dressed over head and

jamb flashings

30min

I
N

S
I
D

E

W
I
N

D
O

W

O
U

T
S

I
D

E

J
A

M
B

R 2.4 fibreglass batts

copper sheet folded head

flashing fitted up and

under building paper, fold

over top, run head 50mm

past sides of facings

H3.2 lintel

17mm cedar scriber

around ex 150 x 20 facing

Stained Cedar sill

copper sheet folded sill

flashing fitted under and

behind sill, turn up ends

approved flashing tape

dressed into opening,

foam air seal to joinery

frame

2 layers of building paper,

one dressed into joinery

opening, second layer

dressed over head and

jamb flashings

PVC vermin strip

PVC vermin strip

7
5

m
i
n

5
0

m
i
n

5
0

Joinery Facing Elevation

scale 1:5

fold copper head flashing

over sloping cedar head

board, finish under

weatherboards

17mm cedar Scriber

ex. 100 x 25  dressed

cedar Facing and Head

rebated over window

frame

ex. 60mm cedar Sill

scribed to w/boards
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