


W

R
G

E
-1

E-2

E
-3

E-4

IE
-1

IE-2

Security Gate

small wire
basket
shelf

small wire
basket shelf

Future door to be fitted so that room
can be titled as a "Store room" to get around
the 50m2 apartment rule.

Noticeboard

Get back into
your stable GALA!!!!!

Yards post and rail
construction with perf steel
capping to top of rails. To be
constructed by others
(Fencing Contractor)

Coloursteel
verandah
over doors.

Cover hooks

Opening window in Hay/feed store to have security bars

this wall moved over 300mm
into tack room

900mm wide vanity Qubo 90DWHVG
white vertical groove M901 series 1 900 mirror
 unit in white above vanity Abby to specify large
heated towel rail 1150mm H x 600mm w approx

TAblo WH800 side c/bds in white
2 units (one mounted above the other)
door to open to left.

verandah roof spans length of building
- Roof to be corrugated iron Grey
Friars with laserlite skylights

Tie
stalls/Grooming/Clipping/
visiting horses

Day yard Day yard Day yard
Visitor horse day yard

Visitor horse day yard

Bed 1

Bed 2

Storage

Can store up to 128
bales of hay in this plan
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1 Proposed floorplan 1:100
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Security Gate

small wire
basket
shelf

small wire
basket shelf

Noticeboard

Get back into
your stable GALA!!!!!

Yards post and rail
construction with perf steel
capping to top of rails. To be
constructed by others
(Fencing Contractor)

Coloursteel
verandah
over doors.

Surface mounted Rexel Defender LED or
similar fluorescent option (check cost) affixed
to trusses (check height clearance over stables)

Rangehood
ducted through
roof

Cover hooks

Opening window in Hay/feed store to have security bars

verandah roof spans length of building
- Roof to be corrugated iron Grey
Friars with laserlite skylights

Tie
stalls/Grooming/Clipping/
visiting horses

Day yard Day yard Day yard
Visitor horse day yard

Visitor horse day yard

Bed 1

Bed 2

Storage

Can store up to 128
bales of hay in this plan
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Electrical Key

Two way switch.

Single switch.

3 in 1 Extractor fan light fitting heat combo
use most powerful extractor available!

Mirror light over vanity

Surface mounted LED

Decorative pendant fitting

Outside light fittings on sensors/timers

Sunflood

Sunflood Outside flood light fitting on exterior switch/timer

Note: All outside light fittings run on
sensors/timers and are master
switched from inside the barn door.

All lights to have warm white bulbs

Client to supply exterior and pendant
light fittings

Note allow for USB charger in living
area and one out in breezeway

Surface mounted LED or fluorescent light
fitting with diffuser

Double Hotpoint

2 in 1 Extractor fan light fitting combo
WIFI

1 Lighting and electrical 1:100
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Hose Reel outside

Hose Reel 30m

Tap

Tap

Tap

Tap

Fall

Fall

Fall Fall Fall

Fall

All exterior walls & interior walls of
breezeway/stables/Tie stalls will have
cladding sitting on a nib wall. Nib wall
will have drainage holes regularly
placed throughout for ease of
washing down areas.

1 Plumbing 1:100



Wire mesh screening across length of barn
(allow for a simple access hatch)

Ply lined wall

Post and rail divider
in stables and tie stalls

Ply lined walls in stables to 3mLighting LightingLighting

Lighting

17.3HH horse not Gala
"It's Bananas, B-A-N-A-N-A-S"

MW

Shelving by others design to
be defined

Joinery by others set out
to be defined at a later
date

1 Barn Section View 1:50
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Verandah

Chain across opening
for short term

Coloursteel
verandah
over doors.

verandah roof spans length of building
- Roof to be corrugated iron Grey
Friars with laserlite skylights

Bed 1

Bed 2

Storage

Concrete floor

Concrete floor

Concrete floor

Concrete floor Concrete floor Concrete floor

Wall/Window/Door Key
Insulated exterior wall with  ply cladding
board/batten style and stained ply cladding
interior wall face (stained 2 coast Resene
Rocksalt with aquaclear)
Insulated Interior wall clad with stained ply
cladding - x2 coats Resene Rocksalt with
Aquaclear over
Uninsulated exterior clad with ply cladding
board/batten style. Where shown in stable area
the ply lining is to be on both sides of walls 20mm
thick and to go up to 3m stud and to be coated
with x3 coats Aquaclear
Post and rail walls/fences clad
with perf steel capping (stops
horses chewing)

D01 - Barn Doors: hinged to
open 180deg approx solid
timber with decorative
T&G/X brace detail - (same
style as exterior split stable
doors). South doors to be
full height. North doors to be
split as per stable doors

D02 - Aluminium french doors
with opening awning window
on one side. 810 door leaves
with .450mm opening
sidelights - 120mm rough
sawn architraves

DO2

D01

DO3

D01
split

D01
split

D01

Split stable door
barn style. allow to
anchor back whilst open.
Note: fixings to be rounded
and not sharp.

DO3 DO3DO3

DO4 Standard 810mm hollowcore
paint finish doors

DO4

DO4DO4

DO4

DO4

DO4

DO5 Standard 960mm hollowcore
paint finish doors

DO5

DO5

DO2

W01

W02

W01 1800w  x 1130h  x
1300mm sill to floor
Non-opening (allow hinged
grille mounted over window on
inside of stable)
W02 1800w  x 1130h  x
1300mm sill to floor
Awning openings on both
sashes 120mm Rough sawn
architraves for exterior. Interior
architraves to be 90mm flat to
be paint finish.

W02

W02

W02 (note this one
needs grille and no
internal architraves)

W
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W
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W01

W01 No grille

DO6 1200 w x 2400 h Wire mesh
steel gate lockable
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Roof: Roof to be Corrugated Iron Grey Friars
with Laserlite (or similar) skylights. refer
elevations for skylight locations

Architraves/coving: Internal architraves
and ceiling coving to be 90mm flat square profile
paint finish.

1 Walls/Finishes plan 1:100



False
vent

Shadow clad with groove.

Rustic barn doors (not split)

Shadow clad with groove.

Skylight stops where walls for accommodation/tack room meet roof

1 Elevation 1 South 1:100

2 Elevation 2 West 1:100



False
vent

Canopy on poles with matching angle brace detail
or angle brace directly back to wall without poles.

Shadow clad with groove.

Rustic barn doors (not split)

Fascia/Post/angle detail to be
stained/painted to match roof colour

1 Elevation 3 North 1:100

2 Elevation 4 East 1:100



Soak Pit - Stormwater run
off from Barn/washpad

Soak Pit - Stormwater run
off from Barn

Promax storm water tank
- run off from shed
3m off shed

1 Site Plan 1:1000
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DO4

W01 No grille

FR

DW

NOTE: CHOICE OF FURNITURE IN
HERE WILL NEED TO BE SMALLER
SCALE

VOID

VOID

O'head
Cabs/shelving

O
'h

ea
d

C
ab

s/
sh

el
vi

ng



2 2

2,985

2,
40

0
350

15
0

32
0

24
0

18
0

30
42

0
25

21
225

eq
25

eq
25

eq
25

92
0

72
0

32
0

26
2

47
8

700 1,488 630 150 25
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Rangehood cabinet 460mm's deep

Open shelving unit 320mm's deep

25mm thick adjustable
shelves

Tray c'bd on
push to open
mechanism

build adjustable shelving cut
around powerpack unit.

Fox head handle

This cabinet constructed of
matchlining to rear of
cabinet, painted pine
shelving/sides

wall shown on plan
is deleted and replaced with
a tall end panel 25mm thick.

stone bench carried over
to this section of joinery

25mm thick adjustable
shelves

25mm thick fixed base

25mm thick fixed base

this section of
cabinetry 220mm
deep. Shelf unit above
to be 350mm's deep

plywood cladding surrounds the ducting
stained to match walls.

400 x 400 undermount sink.

KK12h
Bins

F&P integrated DW
DD60ST17

MW

Oven

Gas hob to oven

plain panel above door

1 1:20
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this line denotes depth of rangehood cabinet

this line denotes depth of open shelving unit over sink.

adjustable shelves

open shelf open shelf open shelf

splashback TBA

1 1:20
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Rangehood
ducted through
roof

WIFI

1 Kitchen lighting Plan 1:20
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