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Bolting Pattern:

140mm centres x 4 x 22mm holes

Micro Piles:

4 x 32NB (Nominal Bore) 42.40 OD

Galvanised Pipe Light, Medium,Heavy

Load Capacity:  Up to 100kN

Average installation time: 10 minutes approx

S150 
Bolting Pattern:

90mm centres x 4 x 16mm holes

Micro Piles:

4 x 25NB (Nominal Bore) 33.7OD

Galvanised Pipe Light, Medium,Heavy

Load Capacity:  Up to 90kN

Average installation time:10 minutes approx

S250 

S400 
Bolting Pattern:

198-250 mm centres x 4 x 16mm holes

300-350 mm centres x 4 x 26mm holes

Micro Piles:

12 x 32NB (Nominal Bore) 42.4OD

Galvanised Pipe Light, Medium,Heavy

Load Capacity:  Up to 32kN

Average installation time:

15 minutes approx

S600 
Bolting Pattern:

350-400PCD x 4 x 26mm holes

432-500PCD x 4 x 32mm holes

Micro Piles:

16 x 32NB (Nominal Bore) 42.4OD

Galvanised Pipe Light, Medium,Heavy

Load Capacity:  Up to 90kN

Average installation time:

40 minutes approx

Surefoot Load capacities 

are indicative and are dependant on soil type

and pile embedment depth. For

Specification, please contact Pacific

Footings directly
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